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Q Project: 

LAVRION V-CCPP  
DMKT 11 21 302 

 
Title:  Motor Data Sheets  

(HP BoilerFeed Water Pumps 5 LAC30/40 AP001) 

 
Supplier Document No: - 
KKS Document No: 5-LAC-EHP-FPD-252 

Issue:  1 
 

Purpose of issue: For Approval Date:  15/09/04 
 

  

Prepared: CL 

Reviewed: SW 

Approved: CW 
 



1.With Space Heater : 3φ 400V 500W.
2.With Winding RTD : PT 100Ω/0   6pcs.℃
3.With Bearing RTD : PT 100Ω/0 , Dual Element, 2pcs.℃
4.With Air Circuit RTD : PT 100Ω/0 , 2pcs.℃
5.Load WR^2 : 4.4 kg-m^2
6.Approx Weight : 7600Kgs.
7.Noise : Below  76±3dBA at 1 Meter Distance No Load
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Cu-Alloy

Oil Viscosity : ISO VG32

IM1001 : HS, Foot (B3)
IC : 8A1W7
IP55 : Totally Enclosure

Direct Coupling
Facing The Drive End : CW
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Ins. Class
Color :

Fan :
Frame :
Dr#

Altitude  : Up to
Humidity  : Less Than
Amb. Temp.: 

Pole
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DWG NO.

At Rated

Operating Performance

Painting

Starting Performance

Stator Winding
Rotor Conductor

Lubricant
Lead Terminals
Terminal Box
Fan & Fan Cover
Frame & Bracket
Dimensions
Mounting
Cooling

Environment
Drive Method
Rotation
Starting Method
Service Duty
Rating

Code or Standard
Model

Enclosure & Protection

TermsItem

ITEM NO.
MACHINE

USER

TOTAL SETS
JOB NO.
INQ. NO.
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INDUCTION MOTOR
SQUIRREL CAGE
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SPECIFICATION TABLE




